NL/

BID INSTRUCTIONS

B E ST

Water/ Sewer Flushing Truck

OKyAHOM, q
The City of Yukon and Yukon Municipal Authority are soliciting bids for a Flushing Truck
for the Water/ Sewer department.
The bids shall be in accordance with the following
instructions:
l.

All

bids will

be submitted

in

a

sealed

envelope

or

packet

marked "

SEALED BID-

FLUSHING TRUCK."
2.

Bids shall NOT be stapled or bound.

3.

Faxed/

4.

The City of Yukon shall have the authority to reject the bid or any and all bids
and any part or provision of a bid or the bid when it is deemed to be in the best
interest
of the City.
The City of Yukon also reserves the right to waive any
irregularity of the bid process. Additionally, the City has the authority to direct
the readvertisement or resolicitation of any bid.

5.

Bids shall be submitted no later than 10: 30 am, Monday, January 25, 2021, to the
City Clerk at 500 W. Main, Yukon, Oklahoma. Bids may also be mailed to P. O.
Box

emailed

850500,

Monday,

bids will not be accepted.

Yukon,

January

Oklahoma

25, 2021

in

73085.
the

All

bids will

Conference

be

Room,

opened

City

Hall,

at

10: 30 am,

500 W.

Main,

Yukon, Oklahoma.
6.

American, Oklahoma and Yukon owned firms are encouraged

to submit a bid.

The City reserves the right to award the bid to a business located within the
corporate limits of the City of Yukon if the eligible business submits a bid that is
within five ( 5) percent of the lowest apparent bid.
7.

Please complete all affidavits and submit with your bid.

8.

Additional information may be received by contacting Cheryl Dunn, Purchasing
Agent.
Email:

cdunn@yukonok.gov
405- 350- 3920

Phone:
Physical

Mailing

Address:
Address:

500 W. Main, Yukon, Oklahoma 73099
PO Box 850500, Yukon, Oklahoma 73085
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Bid Specifications-
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IACOi7' S

B E_S_T

BID SPECIFICATIONS

OKLAHOMA

Water/ Sewer Flushing Truck

GENERAL

The combination sewer cleaner is to be designed to perform cleaning and removal of
sand,
stone, bottles, cans, grease, sludge and other materials from basins, pits, pump
tanks

stations,

for

and

design.

engine

the

removal

described

or

sanitary

storm

drain

water

lines.

The

machine

must

be

a single

It is to provide a high- pressure jet rodding system and a vacuum system
of

The sewer cleaner is to be truck mounted on a chassis

debris.

in this specification.

EQUIPMENT:
1.

2021 year model, 46, 000 lb. GVW.

2.

Single rear wheel chassis and cab.

QUANTITY:
1.

One ( 1)

Truck and Vacuum

system

combination.

GROSS VEHICLE WEIGHT:
1.

46, 000 lb.

CAB:
1.

Cab style: 2- door conventional.

2.

Seat style: fleet cruiser air ride or equal driver seat with a standard

companion

seat, two seat

belts with shoulder restraints.
vinyl, material

coordinated

with interior color.

3.

Seat covering:

4.

Sun visors: left and right hand sides.

5.

Arm rest: left and right hand sides.

6.

Interior lighting: dome with door activated switches.

7.

Windshield wipers: 2- speed, intermittent with dual washers.

8.

Mirrors: exterior west coast style approximately 7" x 16" with 6" diameter bolt on type; convex

heavy-duty

color-

mirrors mounted on each side.
9.

Air conditioning: factory installed through- dash type.

10. Full gauge package: included with audible alarms and lights; and kysor or equal shut- down
switches on the following:
A.

Low oil pressure

B.

Coolant temperature

C. Transmission high heat warning light.
D.

Low air pressure.
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11. Additional items to be included

shall be:

A. Auxiliary/ USB port
B. Tilting hood
C. AM/ FM radio ( factory installed)
D. Tinted glass throughout
E.

Grab handles

both sides of cab

F.

Mud & snow spare tire

12. Floor mat: full floor coverage as per manufacture' s standard.
13.

Left, Right and Rear Cameras

ENGINE:
1.

Single Engine

2.

Fuel type: Diesel

3. The horse power shall be 370H. P. @ approximately 2400 R. P. M.
4. The water separator shall be in- line, Racor 30 micron or equal with heater and warning light.
5.

110 Volt, 1250 watt block heater to be included.

6.

The engine hour meter shall be mounted inside the cab.

7. The exhaust system shall be vertical with a 90' elbow at the top of exhaust pipe.

TRANSMISSION:
1.

The transmission

type shall be automatic.

2.

It shall be electronic

3. The manufacturer

six ( 6) speed, with overdrive,

PTO Provision

shall be Allison.

4.

Fluid cooler shall be required.

5.

Electronic programming shall be set up to accommodate the truck body requirements.

COOLING SYSTEM:
1.

Radiator shall be the largest capacity available from the manufacturer.

2. A coolant recovery system shall be included.
3.

Air fan shall be included.

ELECTRICAL
1.

SYSTEM:

Electrical system:

12- volt system.

2. The number of batteries required for application with the C. C. A. being at least 900 each.
3. Alternator amp hr. shall be 100.
4. Include all lights ( LED) and reflectors to comply with all Federal and Oklahoma state laws
for 24- hour operation on all highways.
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BRAKE SYSTEM:
1.

Service brakes shall be full air system all axles, heavy-duty.
A.

Air brakes,

Front cam 16. 5" X 6"

B.

Air brakes,

Rear cam 16. 5" X 7"

2. The parking brake shall be spring type with release valve both rear axles.
3. Air pressure gauge and alarm to be included.
4. Air compressor shall be a 13. 2- CFM compressor with air dryer and a pull chain.
5.

Must include brake dust shields.

STEERING:
1.

Dual power steering.

SUSPENSION:
1.

Front axle shall be 20, 000- lb.

2.

Front springs shall have 20, 000- lb. Multi- leaf.

3. Rear springs shall be 40, 000- lb. at pad.
4. Rear axle capacity shall be manufacturers standard for the GVWR.
5. Shocks shall be heavy-duty, front.
6.

The wheel seals shall be wet type on the front and C. R. Scotseal

FRAME:
1.

Section modulus shall be 30. 0.

2. Yield strength shall be 120, 000 psi.
3. The RBM shall be 3, 240, 000- lb.

WHEELBASE:
1.

Shall be compatible with equipment being bid.

WHEELS:
1.

Front size shall be 22. 5 X 12. 25

2. The front type shall be 10- hole Budd.
3. The rear size shall be 22. 5.
4. The rear type shall be 10- hole Budd.

TIRES:
1.

Front size shall be tubeless radial 425- 65R22. 5- 18 ply.

2. The front tread shall be highway tread.
3. The rear size shall be tubeless radial 1 1 R22. 5- 18 ply.
4. The

rear

tread design shall be mud &

snow.

4
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5.

Mud flaps without advertisement.

FUEL TANKS:
1.

The capacity shall be a minimum of 80 gallon total

2. The type and construction

shall be steel with steps, cab length.

3. Bidder must specify is any fuel tank exhaust, air dryers, etc. Are mounted in such a way as to
protrude

behind the cab or rearward

of cab on the frame.

PAINT:
1.

Paint shall be manufacturers

standard white.

BUMPERS:
1.

Front bumper shall be 3/ 16" formed steel.

2. Two ( 2) tow hooks shall be attached to the front frame.

3. Frame mounted tow loop in rear.

VEHICLE
1.

HEIGHT:

State the overall

height of the vehicle.

ADDITIONAL:
1.

Fire extinguisher,

2 '/ 2 lb., size 1,

type ABC, mounted

inside of cab.

2. Electric backup alarm.
3.

One ( 1)

parts

manual(

s)

for Cab & Chassis.

4. One ( 1) parts manual( s) for Sewer Cleaner Unit.
5.

One ( 1)

repair

manual(

s)

for Cab & Chassis,

including

Engine &

Transmission.

6. One ( 1) repair manual( s) for Sewer Cleaner Unit, including the Drive Engine.

DEBRIS TANK:
1.

The debris tank shall have a minimum of 9 cubic yards. Debris tank is made of abrasion and
corrosion

resistant steel with

a

3/ 16''

thickness. Bidder shall submit a letter specifying the type

steel used for construction.
2.

The debris body is to be round for maximum strength and ease of dumping and is to have a
minimum usable

capacity

of 9

cubic

C. The body is to have a full sized rear door

yards.

that is hinged at the top and that is equipped with a

replaceable neoprene type seal to

prevent leakage.
3.

A hydraulic door locking system shall be provided with door grabber and an externally
mounted door lock that locks hydraulically.

4. The door locking system must remain locked and closed in case of any system failure.
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5. Unit to be equipped with spring loaded fold- down pipe storage racks on both sides of truck
OR) a rotary revolver pipe storage rack, either must be accessible to operator while
operator is on ground level next to truck. Unit must have enough storage space on truck for
at least 25 feet of 7- 8'' vacuum tubing to be secured. Specify type of pipe storage rack.
6.

To achieve material separation and to reduce the possibility of discharging material into the
atmosphere the vacuum system requires dual porting in the debris body.

7.

A vacuum breaker system shall be provided. The vacuum breaker will allow for vacuum
relief with an ON/ OFF switch, both on the control panel and on the pendant control.

8. All dump controls; accessory controls for dumping should be accessible mid- ship or close to
the cab on the passenger

side of the truck.

9. The debris body shall be equipped with a minimum of six washout jets in a debris flush out
system, used to clean out debris from the tank.

10. A splashguard will be mounted on the rear of the body to contain material when dumping.
WATER TANKS:
1.

Water tanks must have a minimum certified capacity of at least 1000 gallons of useable
water.

The tanks construction shall be of aluminum or polypropylene. Specify material type

used.
2.

The water supply shall be located at or below the frame rail and located from behind the
cab to the end of frame rail of the truck to ensure optimum
circumstances

center of gravity. Under no

is the height of the water tanks to extend above the midline height of the

debris body nor may the tanks extend beyond the width or length of the chassis.
3.

A digital sight gauge to indicate water level shall be located within sight of the operator' s
station.

4.

Water tanks shall be plumbed together.

5. A 10- year warranty against defects in workmanship and potential corrosion caused by
water, sunlight and variable weather conditions will be supplied with water tanks.

6. A Y- pattern strainer and 25' of fill hose with hydrant connectors, fittings, and hydrant; wrench
will be supplied.

HIGH
1.

PRESSURE

WATER

PUMP:

The High Pressure Water Pump shall be either single piston or triplex design. It shall be
capable of 80 gallons per minute at 2500PS1. The manufacturer shall provide results from
documented flow and pressure tested at the pump and at the no= le of the hose reel to
demonstrate the ability of the pump to reach the required delivery specification of 80 GPM
and 2500 PSI.
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2.

The water pump should be capable of running dry for approximately 15 minutes without
harm.

3. The pump shall have gravity flooded inlet
4.

Drain valve( s) must be installed on the pump.

5.

Unit must include a self- contained

6.

The jet rodder hose provided must have an operating pressure of 2500 psi and a burst
pressure

of 6250psi

air purge system.

It must have

minimum.

a

1''

inner diameter and be at least 800 feet in

length.
7.

The jet rodder pump is to be driven by chassis engine

8. The pump should be able to operate at lesser GPM by use of a multi- flow system.
9.

Digital GPM water flow shall be displayed at front operator station.

In all situations, Two ( 2)

nozzles jetter for 40 gpm @2000 psi shall be provided with the multi- flow system.

WATER RECIRCULATION
1.

SYSTEM:

A cold weather recirculation system is to be provided on the unit to prevent freezing of the
jet rodder water supply while driving to

and from work sites. The system must be operable at

all vehicle road speeds and while the chassis is stationary.
2.

The recirculation

should move the water at a desired

RPM through the complete water

system including the hose reel and hose.

HOSE
1.

REEL:

A heavy- duty automatic level wind hose reel having a minimum capacity of 800' of 1" I. D.
high- pressure hose shall be mounted to the truck frame in the front of the truck cab. An up/
down side to side automatic level wind with pinch roller is required.

2.

The hose reel shall be capable of a 180- degree rotation for easy access to
truck.

either side of

The rotation shall use hydraulics to move hose reel throughout its full range.

3. A manual level wind guide shall be provided to guide hose reel and shall be equipped with
rollers to prevent scuffing of the hose.
4.

A digital reel mounted footage counter shall be installed and shall be easily visible from the
operator' s station.

5.

Clearance of the hose reel assembly

for tilting of the truck hood/ fender assembly during

routine maintenance must be provided.
6.

The

unit shall be furnished with 800' of 1"

7.

A 25 ft. double steel braided

8.

Hose reel will be driven hydraulically with forward/ reverse and adjustable speed controls

1''

I. D. high- pressure hose ( 2, 500 psi W. P.).

leader hose shall be provided.

located on reel at workstation.
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9. The Following Controls will be supplied on the hose reel control panels:
A.

Boom Extend/ Retract

B.

Water Pump Start/ Stop Valve

C. Auxiliary Engine Start/ Stop and/ or
D.

Hose reel IN/ OUT Reel Lever

E.

Hose Reel Rotation

F.

Vacuum

G.
H.
I.

2.

Engine

Control

RPM

Boom Direction up, down, left, right
Multi- Flow Variable
Vacuum

GPM Valve or Switch

Breaker ON/ OFF

J.

Hose Footage Counter

K.

Wireless for Remote Boom operation with 25ft. cable hose reel control

VACUUM
1.

Chassis Engine Throttle

SYSTEM:

The Vacuum

System must be a centrifugal

compressor

type

Describe system and way it is driven:

BOOM

AND

VACUUM

HOSE:

1.

Rapid Deploy Boom

2.

Boom must be able to telescope out 10 feet and also lower 15 feet

3. State the degrees
4.

of work area in relation to the hose reel

Please state reach from center of truck to side

5. Sufficient

pipe and connectors

to vacuum

to depths or lengths of 25 ft. shall be included.

A special crown style tube will be provided with the tubes.
6.

Two LED boom lights are to be mounted

on the vacuum

boom hose at the 90 degree

elbow.

A hand held LED lamp is to be provided with a 20' cord. The Hand held spot light shall
connect to a supplied 12volt aux. Plug located at or near the control station.
7. Boom must have secure lock down bar for use when traveling.

PAINT:
1.

The truck cab shall be painted factory white.

2. All components, with the exception of the water tanks, shall be painted solid color chosen by
City of Yukon ( white/ white.)
3. Aluminum components will not require paint.
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SAFETY:
1.

The unit shall be equipped with all necessary lights, reflectors and any other safety
equipment necessary for 24 hour operation as required by Federal and State of Oklahoma
laws governing

such and include: G. V. W. R. overload

warning

device and Back- up alarm.

MISCELLANEOUS:
1.

The electrical system provided is to meet NEMA 4 standards. A complete wiring arrangement
diagram is to be provided with the unit

2. A LED Multi- Directional traffic arrow board must be mounted at the rear of the unit at a

location closest to the top of the truck
3. 6- LED strobe light system

4. LED Mid ship turn signals on body
5. Wireless controls that run all boom functions throttle, water, pump off/ on, hose reel in/ out/
speed, vacuum relief, e stop must be included.
6. Hydro ex package with hose reel and all accessories.
7. LED light will be mounted at the top front of the cab and with an in cab labeled on/ off
switch. A steel limb guard shall cover the strobe light. Strobes shall be 6" and 1 million- candle
power.

8. Adequate hydraulic reserves are to be provided to operate all hydraulic functions at
operating pressures and temperatures, and there must be a provision in the design of the
unit to assist maintenance or operations personnel in the field to overcome hydraulic
failure via a relief mechanism. All hydraulic hose and couplings are to be industrial grade
and meet all pressure and temperature requirements to provide complete safety to
operating and maintenance personnel. Unit shall include hydraulic shut- off valves on suction
returns and filter lines.
9.

Tow hooks are to be mounted

at the front and rear of the chassis

10. A lubrication manifold kit is to provide lubrication of grease points on top of truck. The
grease manifold( s) shall be capable of supplying grease to all remote grease functions.
11.

Aluminum Toolbox must be installed behind cab.
cab. There shall be access doors on both sides.

The toolbox must extend the distance of
Box to be weather tight and lockable with 2

sets of keys.
12.

2- Additional

13.

Front aluminum

OPERATOR
1.

aluminum

toolbox for

toolboxes

storage

required. ( 1) -

48x20x12 and ( 1)

24x18x12

behind bumper for clamps and nozzles.

TRAINING:

Training is to be conducted by a factory Trained representative for a minimum of 1 day (8
hours) at delivery site.
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WARRANTY:
1.

Submit detailed warranty info on Chassis and sewer cleaning equipment.

TRADE
1.

IN:

2002 Vac- Con Flusher

VIN#

2FZHATAK22AJ59081

The City of Yukon and Yukon Municipal Authority reserve the right to waive minor
technicalities under these specifications

10

kon'
BEST

Bid Specifications-

Water/ Sewer Flushing Truck

KypHOMA

BID FORM

Project:

City

Description:

Water/ Sewer Flushing Truck

Corporation/

of Yukon /

Yukon Municipal Authority

Firm:

Address:

Contact:

email

Phone:

Fax:

address:

To the Mayor and Council of the City of Yukon:
The undersigned, as bidder, declares that before preparing this Bid, the Bidder read carefully the Bid
Instructions, and the general and detailed Specifications, the Bid Form and Affidavits and Certificates
and any other documentation
or information to be submitted, and has examined the form of the
Contract and the several Bonds, and that the bidder is familiar with and able to comply with all the
provisions of the same and with all the requirements of the complete Contract to be entered into and
Bonds to be executed.
Said bidder proposes and agrees to furnish all labor, materials, and equipment,
and to perform all operations necessary to complete the work as required by said Contract Documents for
the Total Bid Price, if applicable.

Bid Price:

Trade

Total

THIS

In Amount:

Bid

Price:

PROJECT

$

$

IS SALES

TAX

EXEMPT.

DO NOT

INCLUDE

SALES

TAX.

In submitting the Bid, it is understood that the right is reserved by the City of Yukon to reject any and all bids,
and it is agreed that this Bid may not be withdrawn for a period of forty- five ( 45) days after date of filing
same. Said Bidder proposes and agrees that if his Bid is accepted, the Bidder will enter in to the contract
with the City of Yukon/ Yukon Municipal Authority, and properly submit the required Bonds within seven ( 7)
days after acceptance

ATTEST: (

Corporate

of his Bid and the award

to the Bidder,

if applicable.

Seal)
Signature

Name of Corporation/

Firm

Print

Name,

Title

All signatures must be original ink signatures.
Subscribed

and

My Commission

sworn

to before this

of 20

day

Expires:

seal)

Notary Public
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BUSINESS

RELATIONSHIPS

AFFIDAVIT

STATE OF
ss

COUNTY OF

of lawful age, being first duly sworn, on oath says that ( s) he is the
agent authorized by the bidder to submit the attached bid. Affiant further states that the nature
of any partnership, joint venture, or other business relationship presently in effect or which existed
within one ( 1) year prior to the date of this statement with the architect, engineer, or other party
to the project is as follows:

Affiant further states that any such business relationship presently in effect or which existed within
one

(

1)

year

prior to

the

date

of this

statement

between

any

officer or director

of the

bidding company and any officer or director of the architectural or engineering firm or other
party to the project is as follows:

Affiant further states that the names of all persons having any such business relationships and the
positions they hold with their respective companies or firms are as follows:

If none of the business relationship hereinabove mentioned exist, Affiant should so state.)

Bidder:

By:
Name

of

Signature &

Company

Mailing Address:

Phone

No:

Email:

Fax No:

SUBSCRIBED AND SWORN TO BEFORE ME THIS

MY COMMISSION

EXPIRES:

DAY

OF 20

NOTARY PUBLIC:

seal)
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NON- COLLUSION AFFIDAVIT

STATE

OF

SS:

COUNTY

OF

The undersigned ( architect, Bidder, supplier or engineer), of lawful age, being first duly sworn, on
oath

says

that this invoice

or

claim

is true and correct.

Affiant

further

states

that the ( work,

services or materials) as shown by this invoice or claim have been ( completed or supplied) in
accordance

with

the

specifications,

plans,

orders

or

requests

furnished

the

Affiant.

Affiant

further states that he has made no payment directly or indirectly to any elected official, officer,
or employee of the State of Oklahoma, any county or local subdivision of the state, of money or
any other thing of value to obtain payment.

Company Name:
Print Name and Title:

Bidder, Supplier or Engineer Signature

Subscribed

and

sworn

to before this

MY COMMISSION EXPIRES:

day

of 20

NOTARY PUBLIC:

seal)
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